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Description

This notice provides instructions for enabling the Windows® Update feature on the 
CCS-UC-CODEC-TS-300 (which is part of the CCS-UC-300).

Procedure

To enable Windows Update, perform the following procedure:

 1. Tap    .

 2. Tap Settings. The User Account Control screen is displayed.

 3. Enter the Administrator password (sfb) and tap Yes. The Setup screen is 
displayed.

  Setup Screen

 4. Tap Windows Settings, and then tap Go to Admin Sign-in. The login screen is 
displayed.

 5. Tap Administrator to select the administrator login.

 6. Enter the administrator password (sfb). The Windows desktop is displayed.

 7. Tap    , and then     to open the Windows Settings app.

  Windows Settings App

 8. Tap Network and Internet, and then tap Ethernet, followed by Change adapter 
options. The Network Connections window is displayed.

  Network Connections Window

 9. Double-tap the “Remote NDIS Compatible Device”, and then tap Properties. The 
device’s Properties window is displayed.

  Ethernet 2 Properties Window

 10. Tap Internet Protocol Version 4 (TCP/IPv4), and then tap Properties.

 11. Select Use the following IP address: and enter the following values as shown in 
the diagram below.

  Internet Protocol Version 4 (TCP/IPv4) Properties Window

  • IP address: Enter 169.254.0.1

  • Subnet mask: Enter 255.255.0.0

  • Default gateway: Leave this �eld blank.

 12. Tap OK and close the other windows that have been opened.

 13. Manually start a Windows Update, or wait for the automatic overnight update.



The product warranty can be found at www.crestron.com/warranty.
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www.crestron.com/opensource.

Crestron and the Crestron logo are either trademarks or registered trademarks of Crestron 
Electronics, Inc. in the United States and/or other countries. Bluetooth is either a trademark or 
registered trademark of Bluetooth SIG, Inc. in the United States and/or other countries. Microsoft, 
Skype, and Windows are either trademarks or registered trademarks of Microsoft Corporation in the 
United States and/or other countries.  Wi-Fi is either a trademark or registered trademark of Wi-Fi

Alliance in the United States and/or other countries.Other trademarks, registered trademarks, and 
trade names may be used in this document to refer to either the entities claiming the marks and 
names or their products. Crestron disclaims any proprietary interest in the marks and names of others. 
Crestron is not responsible for errors in typography or photography.

This document was written by the Technical Publications department at Crestron.

©2017 Crestron Electronics, Inc.

Crestron Electronics, Inc. Installation & Operation Guide - DOC. 8212A
15 Volvo Drive, Rockleigh, NJ 07647 (2049042)
Tel: 888.CRESTRON 10.17
Fax: 201.767.7576  Speci�cations subject to 
www.crestron.com change without notice.

Procedure

To enable Windows Update, perform the following procedure:

 1. Tap    .

 2. Tap Settings. The User Account Control screen is displayed.

 3. Enter the Administrator password (sfb) and tap Yes. The Setup screen is 
displayed.

  Setup Screen

 4. Tap Windows Settings, and then tap Go to Admin Sign-in. The login screen is 
displayed.

 5. Tap Administrator to select the administrator login.

 6. Enter the administrator password (sfb). The Windows desktop is displayed.

 7. Tap    , and then     to open the Windows Settings app.

  Windows Settings App

 8. Tap Network and Internet, and then tap Ethernet, followed by Change adapter 
options. The Network Connections window is displayed.

  Network Connections Window

 9. Double-tap the “Remote NDIS Compatible Device”, and then tap Properties. The 
device’s Properties window is displayed.

  Ethernet 2 Properties Window

 10. Tap Internet Protocol Version 4 (TCP/IPv4), and then tap Properties.

 11. Select Use the following IP address: and enter the following values as shown in 
the diagram below.

  Internet Protocol Version 4 (TCP/IPv4) Properties Window

  • IP address: Enter 169.254.0.1

  • Subnet mask: Enter 255.255.0.0

  • Default gateway: Leave this �eld blank.

 12. Tap OK and close the other windows that have been opened.

 13. Manually start a Windows Update, or wait for the automatic overnight update.

www.crestron.com/opensource
www.crestron.com/warranty
www.crestron.com/legal/patents



