
Sheet

Version Date

Function Applications
2/24/25

 FA1
System ID

Model View
 

 
MV Code

This guide drawing is the property of and contains intellectual property belonging to Crestron Electronics, Inc. This drawing and the concepts included in this drawing may be used by Crestron dealers, and partners 
in design, development, installation and commissioning of Crestron based systems. The system engineer/specifier/design professional/integrator/installer is responsible for the accuracy of all project design details, 
and specifications, including system application and coordination with related systems and equipment. This system drawing is provided as a convenience and may require further detail and development to satisfy 
actual project use cases and requirements. Crestron electronics, inc. shall not be liable for any damages arising out of the use of any of its guide, example or application diagrams or drawings. 

®

AM-TX3-200 / Conference Space
CB

Approved By

Power Supply
Crestron

Conference Rm
PW-2420RU

PWR_IN 24VDC

Presentation Gateway
Crestron

Conference Rm.Wall
AM-3200-WF

LAN PoE+ COM

USB CNSL IR

WiFi HDMI

ANT-A AUDIO

ANT-B

SD CRD SLT

USB audio

USB A/V

LAN AUX

HDMI

DC_IN

GND

<>

LV T5

RJ45

RJ45

USB-C

USB-C

>WiFi<

>WiFi<

USB-A

USB-C

HDMI

HDMI

Touch Screen UI
Crestron

Conference Rm
TS-1070

LAN PoE+ USB

USB 2.0

WiFi P2P network [point-to-point AirMedia®]

Transmitter to Gateway signals:
   Presentation Video+Audio 

Gateway to Transmitter signals:
   Camera Video
   Microphone Audio

Speaker/Mic/Camera
Crestron

Conference Rm.Wall
UC-SB1-CAM

USB 3.0AUD_IN

AUD_OUTDC_IN
USB-C

USB-A

Video Display
!TBD

Conference Rm.Wall
 

Display 1

LAN

SERIAL

DP_IN

HDMI_IN 1

HDMI_IN 2

HDMI_IN 3

PWR_IN

HDMI HDMI

USB 3.0 cable

Speaker/Mic/Camera to Gateway signals:
  Camera Video
  Microphone Audio

Gateway to Speaker/Mic/Camera signals:
  Presentation Audio

Laptop
!TBD

Conference Rm
Laptop Type 3

WiFi

USB-C

USB-C DP

USB-C

Laptop
!TBD

Conference Rm
Laptop Type 2

WiFi

LAN

USB 2.0

HDMI

USB 2.0

Power Supply
Crestron

Conference Rm.Wall
PW-2420RU

PWR_IN 24VDC <>

LV T5

DB9F DB9M
Presentation Transmitter

Crestron

Conference Rm
AM-TX3-200

LAN PoE

USB

USB-C (2.0)

HDMI

USB-C DP

LAN PSE

WiFi

DC_IN

120VAC

120VAC

01

02

03

04

LAN Ports
FloorBox 

NEMA 5-15P

C7

RJ45

RJ45

120VAC

120VAC

01

02

03

04

LAN Ports
Conference Rm.Wall 

NEMA 5-15P

IEC

NEMA 5-15P

C7

RJ45

RJ45

USB-C

USB-C

>WiFi<

>WiFi<

Laptop
!TBD

Conference Rm
Laptop Type 3

WiFi

USB-C

USB-C DP

USB-C

Presentation Transmitter
Crestron

Conference Rm
AM-TX3-200

LAN PoE

USB

USB-C (2.0)

HDMI

USB-C DP

LAN PSE

WiFi

DC_IN

RJ45

RJ45

USB-C

USB-C

>WiFi<

>WiFi<

Laptop
!TBD

Conference Rm
Laptop Type 3

WiFi

USB-C

USB-C DP

USB-C

Presentation Transmitter
Crestron

Conference Rm
AM-TX3-200

LAN PoE

USB

USB-C (2.0)

HDMI

USB-C DP

LAN PSE

WiFi

DC_IN

RJ45

RJ45

Equipment Firmware Requirements
Make Model (Desc.) Min. Firmware Version

Crestron AM-3200-WF (Presentation Gateway) AM 3.0600.0079
Crestron AM-TX3-200 (Presentation Transmitter) AM Connect 2.0

Functionality Focus: AM-TX3-200

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
1. 2x1 Presentation AV or BYOD 
Conferening 
2. Two presentation source connection 
options
3. Installed endpoint transmitter for 
AirMedia® Connect link.

AM-TX3-200 + AM-3200-WF

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
AM-3200-WF (AirMedia® Connect receiver) 

1. Presentation from Endpoint (Presenting laptop 
connects to room display and audio system)
2. BYOD Conferencing from Endpoint 
(Presenting laptop connects to room display, 
audio system and camera)
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Functionality Focus: AM-TX3-200

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
1. 2x1 Presentation AV or BYOD Conferening 
2. Two presentation source connection options
3. Installed endpoint transmitter for AirMedia® Connect link.

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
AM-3200-WF (AirMedia® Connect receiver) 
1. Presentation from Endpoint (Presenting laptop connects to room display and audio system)
2. BYOD Conferencing from Endpoint (Presenting laptop connects to room display, audio system and camera)
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Functionality Focus: AM-TX3-200

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
1. 2x1 Presentation AV or BYOD 
Conferening 
2. Two presentation source connection 
options
3. Installed endpoint transmitter for 
AirMedia® Connect link.

AM-TX3-200 + AM-3200-WF

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
AM-3200-WF (AirMedia® Connect receiver) 

1. Presentation from Endpoint (Presenting laptop 
connects to room display and audio system)
2. BYOD Conferencing from Endpoint 
(Presenting laptop connects to room display, 
audio system and camera)

Signal Legend
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Equipment FIrmware Requirements
Make Model (Desc.) Min. Firmware Version

Crestron AM-3200-WF (Presentation Gateway) AM 3.0600.0079
Crestron AM-TX3-200 (Presentation Transmitter) AM Connect 2.0
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Functionality Focus: AM-TX3-200 

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
1. 2x1 Presentation AV or BYOD Conferening endpoint
2. Two presentation source connection options 
3. Installed endpoint transmitter for AirMedia® Connect link.

Functionality facilitated by:
AM-TX3-200 (AirMedia® Connect endpoint)
AM-3200-WF (AirMedia® Connect receiver)
1. Active Learning Pod subsystem present funtion
2. Active Learning Pod BYOD Endpoint Function [connect to 
room speaker/mic and camera]
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Equipment FIrmware Requirements
Make Model (Desc.) Min. Firmware Version

Crestron AM-3200-WF (AM-3200-WF) AM 3.0600.0079
Crestron AM-TX3-200 (Presentation Transmitter) AM Connect 2.0
Crestron IV-CAM-I12 (Camera)
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