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INPUT : 100 - 277 VAC, 50/80 Hz
MAXIMUM LOAD: 18 Amps
DIMMED LOAD TYPES: 0 - 10V
FLUORESCENT, 0 - 10V LED ~8'5/1 6
~8-5/8 - g 2111
TYPE 1 ENCLOSURE INDOOR USE ONLY
[2 1 8’3 :I ALL COVER MOUNTING SCREWS MUST %@glﬂFIQEINE;CTRHC SHOCK -
ASSURE PROPER GROUNDING, |~ DE-ENERGIZE UNIT BEFORE
NO USER SERVICEABLE PARTS UNDER :
THIS COVER. SEE INSTALLATION QUIDE FOR FURTHER INSTRUCTIONS
WIRE: USE 75°C COPPER WIRE ONLY
o JOLUUDUUUUDELDL 1 « i
\_ l @@@@ @ [ \)’5\ 1/2 3
! ! == —— S 2 L F 1
(2X) 1/4
6,4 1
- ~5-1/16 =
[128,7 1
et —_— Pty

~3-1/16
/81

~1-9/16
[40,5 1

A

Y
A

Y

~1-13/16
45,7 1

~1-1/2
38,6 1

fan
Y

DOUBLE RING KNOCKOUT
FOR 1/2" AND 3/4" CONDUIT.

(9875 AND  (/1.125 AFTER
KNOCKOUT REMOVAL.
(TYP)

MODEL: GL-EXP-DIMFLV-DALI
FILE: GLEXPDIMFLVDALI




