
The Crestron® Adhesive Label for Glass Mounted Zūm™ Wireless Keypads 
(ZUMMESH‑KP‑BATT‑LM) elegantly completes an installation when a Zūm™ Wireless 
Keypad (ZUMMESH‑KP‑BATT) is mounted to a clear glass surface. The keypad is placed on 
one side of the glass and then the ZUMMESH‑KP‑BATT‑LM label is applied to the opposite 
side of the glass, effectively concealing the rear of the keypad. 

Check the Box

Item Qty

ZUMMESH-KP-BATT-LM* 1

* Refer to the ZUMMESH‑KP‑BATT‑LM product page at www.crestron.com for a complete list of color 
variations.

Install the ZUMMESH-KP-BATT-LM
NOTES: 

• The keypad and the faceplate (both sold separately) must be installed before the 
adhesive label is applied.

• The adhesive label must be secured to the opposite side of the glass in order to conceal 
the rear of the keypad. 

• Thoroughly clean the glass prior to installing the adhesive label.
• To ensure proper adhesion, use a cleaning solution that does not leave a residue.
• After application, the ZUMMESH‑KP‑BATT‑LM cannot be removed and repositioned. If 

it is improperly installed, a new ZUMMESH‑KP‑BATT‑LM must be used.
Install the ZUMMESH‑KP‑BATT‑LM:
NOTE: Use masking tape to help align the ZUMMESH‑KP‑BATT‑LM with the keypad.

1. Remove the backing from the ZUMMESH‑KP‑BATT‑LM.
2. Align the center the ZUMMESH‑KP‑BATT‑LM with the center of the keypad. 

NOTE: To provide optimal coverage, the ZUMMESH‑KP‑BATT‑LM is 1/16 in. (1.59 mm) 
wider and taller than a FP‑G1 series faceplate.

3. Apply pressure evenly across the entire ZUMMESH‑KP‑BATT‑LM to ensure that it is 
properly attached to the glass.
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ZUMMESH-KP-BATT-LM
Adhesive Label for Glass Mounted Zūm™ Wireless Keypads



Dimensions
3.00 in.
(76 mm)

~4-3/4 in.
(121 mm)

~1/128 in.
(0.2 mm)

Adhesive

For Additional Information
Scan or click the QR code for detailed product information.

 
ZUMMESH‑KP‑BATT‑LM

Compliance and Legal
Original Instructions: The U.S. English version of this document is the original instructions. All other languages are a 
translation of the original instructions.

The product warranty can be found at www.crestron.com/warranty.

The specific patents that cover Crestron products are listed at www.crestron.com/legal/patents.

Certain Crestron products contain open source software. For specific information, please visit  
www.crestron.com/opensource.
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