DIVISION 27	27 41 16


SECTION 27 41 16 
INTEGRATED AUDIO-VIDEO SYSTEMS AND EQUIPMENT 

GUIDE SPECIFICATION

Specifier: The Specifier/Design Professional is responsible for the accuracy of all project specifications, including system application and coordination with related sections.  This guide specification is provided as a convenience and requires editing to match actual project requirements.  CRESTRON ELECTRONICS, INC. SHALL NOT BE LIABLE FOR ANY DAMAGES ARISING OUT OF THE USE OF ANY OF ITS GUIDE SPECIFICATIONS.  For Crestron design assistance and design review please contact Sales Support Services Department at   800.237.2041 or techsales@crestron.com.

Specifier:  Please see PART 4 for a listing of products specified in this Guide Specification.
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[bookmark: GENERAL][bookmark: BKM_7D5A45F6_7880_4B90_8D4B_313B972A9DE1][bookmark: CONTROL_PROCESSOR_TYPE_2][bookmark: BKM_E628D7D3_4F51_40F5_8772_D9F77482C196]GENERAL
NOT USED in this Guide Specification.  Specifier shall Specify PART 1 administrative and procedural requirements as needed.  

[bookmark: PRODUCTS][bookmark: BKM_D488D324_F4EF_41DB_925E_B0C30495328C]PRODUCTS


[bookmark: BKM_0DC860EE_6BA6_4628_B82A_498106770695]AV Control Processor Type 2


[bookmark: BKM_26D336CD_2264_4C51_BCF1_371945EBA46E]Basis of Design Control Processor


[bookmark: BKM_F929DF64_16B6_4729_AAAD_CB68A22892CE]Crestron CP4N
Specifier Note:  The CP4N adds a control subnet port to the standard CP4. 

[bookmark: BKM_3946062A_5A55_4E02_82B6_DEB0E7059726]Crestron CP4

  

[bookmark: BKM_D31AEF1A_C540_4662_AFA6_30221BD9BA64]Control Processor
Unit shall include a built-in control processor with onboard control ports for control of external devices.

[bookmark: BKM_DF0B1704_195E_47D8_B379_CD0348F85B25]Control Ports- The control system shall be equipped with the following external connection ports:


[bookmark: BKM_B29628A8_8E92_457C_BAF1_6AE1B82D2E5D]Eight IR ports
 

[bookmark: BKM_F0C39B30_0859_4ACB_B5C2_E5B8A4CC9B3A]Three RS-232 COM ports
 

[bookmark: BKM_471DBBF3_E857_4AB7_8E88_94D2E3DB1505]Eight Relay ports
 

[bookmark: BKM_38350AB4_F629_4438_8FB9_42D2A43A701E]Eight Digital Input Output ports
  

[bookmark: BKM_B3D7B01A_1AA9_480A_8122_BA4989698FAB]Native BACnet/IP 
Specifier: A free license for 50 BACnet objects is available for the CP4(N).  The CP4(N) processor may be upgraded to support a maximum of 2000 BACnet IP objects.

[bookmark: BKM_A4F7A18C_60F6_44FF_B953_114A6D30BAA5]Number of BACnet objects supported: 2000
Specifier Note:  A BACnet and IP license is required. A free license is available to support up to 50 BACnet objects on a single 4-Series control system. Enabling support for more than 50 BACnet objects requires the purchase of one SW-3SERIES-BACNET-50+ license. The CP4N supports a maximum of 2000 BACnet objects when dedicated for BACnet use only.  

[bookmark: BKM_0084D609_6F65_44DB_BC82_2DD2A1A53C7F]The built-in control processor shall support customizable control of integrated AV devices, room lighting hardware, window shades, and projection screens.
 

[bookmark: BKM_3C5F4257_4733_43F2_B906_A4AF1E0491A3]Controller shall include the following onboard network ports:


[bookmark: BKM_C2FB1CC6_3DF6_4A81_B117_56A11988EC44]Ethernet
 

[bookmark: BKM_851F606C_66FA_4CD9_A456_CCB0C025943E]Dedicated Control Subnet 
Specifier Note: 
Only the CP4N version includes a built-in control subnet network port. 

[bookmark: BKM_79A96E3B_3CD5_43A5_956B_DDF6A5623C38]RS-422 type network control bus
  

[bookmark: BKM_9C34D4A9_844C_457C_BF66_791D61F04F0A]The controller shall support a network management system by the same manufacturer, supporting overall remote system controlling, monitoring, and managing through network computers and mobile devices.
 

[bookmark: BKM_2CBEF14E_3F93_4A32_A3D5_7421F563216C]The controller shall support touch screens, keypads, and wireless remotes and mobile device Apps from the same manufacturer.
     

[bookmark: EXECUTION][bookmark: BKM_98CC0D66_1B64_43F1_BFCD_6F2F68E0A019]EXECUTION
NOT USED in this Guide Specification.  Specifier shall Specify PART 3 On-Site work as needed.  

[bookmark: APPENDICES][bookmark: BKM_C7FC3A36_A17C_42C8_A50A_5DD839B49AF7]APPENDICES


[bookmark: SPECIFIED_PRODUCTS][bookmark: BKM_05D748BF_FCC4_463D_8F5E_A6C58535F72C]SPECIFIED PRODUCTS
Specifier Note: This Article includes Crestron products specified in this Guide Specification document.  This Article is for reference only and should not be required in actual project manual unless included in an overall system equipment list.  

[bookmark: BKM_3883FE7C_4C32_40AC_9C20_80AC4729D464]Crestron CP4
 

[bookmark: BKM_C1EB1E30_41D8_4C15_BB61_3817D820F858]Crestron CP4N
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