DIVISION 27	27 41 16


SECTION 27 41 16 
INTEGRATED AUDIO-VIDEO SYSTEMS AND EQUIPMENT 

GUIDE SPECIFICATION

Specifier: The Specifier/Design Professional is responsible for the accuracy of all project specifications, including system application and coordination with related sections.  This guide specification is provided as a convenience and requires editing to match actual project requirements.  CRESTRON ELECTRONICS, INC. SHALL NOT BE LIABLE FOR ANY DAMAGES ARISING OUT OF THE USE OF ANY OF ITS GUIDE SPECIFICATIONS.  For Crestron design assistance and design review please contact Sales Support Services Department at   800.237.2041 or techsales@crestron.com.

Specifier:  Please see PART 4 for a listing of products specified in this Guide Specification.
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[bookmark: GENERAL][bookmark: BKM_6B3D7249_5049_423F_98B9_2F53D384556E][bookmark: SPEAKER_TYPE_1][bookmark: BKM_ABCB06F3_E711_4256_AF08_F600700C46A8]GENERAL
NOT USED in this Guide Specification. Specifier shall Specify PART 1 administrative and procedural requirements as needed.
[bookmark: BKM_1EEF8AE5_EFE2_4A8C_ADA0_261460DEA07D]Description: 5.25" 2-Way In-Ceiling Speakers
   

[bookmark: PRODUCTS][bookmark: BKM_797519D3_3ABE_4EB1_9904_04A911C3E4DE]PRODUCTS

[bookmark: BKM_EA381024_7CF8_4402_BACD_959437CDDAAE]Speakers

[bookmark: BKM_706799F7_FCBA_4CCA_8315_D0FBF64E0659]Basis of Design Speaker:

[bookmark: BKM_AA7F54A0_EF38_4E87_8638_55504ED9E745]Crestron EXCITE IC5-W-T  

[bookmark: BKM_D8F67A8D_99DC_4955_903E_EE6B4AA565BB]Ceiling mounted 2-way speaker with the following specifications:

[bookmark: BKM_16E93D42_4EFA_4379_A387_F91854953586]Performance:

[bookmark: BKM_501ED75D_3C24_4972_B4D7_DD138E4FD00A]Sensitivity: 87 dB at one meter, with 1-W input 

[bookmark: BKM_DADC4786_9A89_4DD6_A64C_719F54544EC2]Frequency Response: Within plus or minus 3 dB from 60 to 20,000 Hz 

[bookmark: BKM_915FBAAB_9F02_40BB_B493_FF84C9C080CD]Coverage: 100 degrees conical 

[bookmark: BKM_A7762E30_0458_4211_A2F0_A85F70B94044]Power Handling: 60 Watts Program 

[bookmark: BKM_5534762F_A639_4949_8DC1_1780C03E8848]Speaker unit shall be equipped for Low Impedance 8-Ohm operation.  

[bookmark: BKM_E8C6AF8E_7EB3_4387_AB59_8B99EFE25158]Baffle: ABS Plastic 

[bookmark: BKM_F4E1C66D_F441_4D3A_96D9_8D5486CF87FB]Termination:

[bookmark: BKM_1A766FA9_C742_4BD4_AAC5_7BEB8AA2B098]Spring Terminals  

[bookmark: BKM_92AD5B3A_91DB_40E9_AC95_01DC208C808E]Grille: 

[bookmark: BKM_14E696D0_E1DC_42E7_9979_C3DEC8EF02C2]Perferated aluminium  

[bookmark: BKM_0201CD73_7454_49D8_8461_BF4CEC310A99]Drivers:

[bookmark: BKM_5D3E6E04_51C5_4A71_8E09_FF549CC46749]5.25-inch polypropylene woofer with rubber surround and steel basket 

[bookmark: BKM_C2A10E77_8417_4F59_B4C1_C6A4F8A254DD].79-inch treated cloth dome tweeter with swivel 

[bookmark: BKM_533AB8B1_B49F_4635_8259_1B78ABA1D42F]Crossover: 2nd order Linkwitz-Riley      

[bookmark: EXECUTION][bookmark: BKM_C78B567F_245A_40C7_B433_F09A84A2344F]EXECUTION
NOT USED in this Guide Specification. Specifier shall Specify PART 3 On-Site work as needed.
[bookmark: APPENDICES][bookmark: BKM_9A357698_03D4_4478_AFBE_A228E3D1629D]APPENDICES

[bookmark: SPECIFIED_PRODUCTS][bookmark: BKM_1882607D_BBDA_47DE_94F0_C36E97F5FB59]SPECIFIED PRODUCTS

[bookmark: BKM_E793A71D_F8B2_43F2_ADE4_2376DFD7F7DE]Crestron EXCITE IC5-W-T       



Page 1 of 4 
